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Features

Specifications

· Equipped with the excellent Nichia LED

LED: Nichia LED

· Maximum output of 12 lumens

Body material: Aero grade aluminum alloy

· Maximum runtime of 21 hours

Head material: Stainless Steel

· Intuitive User Interface

Finish: HA III Military grade hard anodized

· Ultra compact body for convenient one-handed operation

Battery: One AAA battery

· Stainless Steel bezel for extra durability

Dimensions: Head diameter 14.5mm (0.57”)

· Customized diamond-shaped anti-roll rugged design for
a comfortable handgrip
· Lightweight design, only 24g (0.85oz) (without battery)

Total length 73mm (2.87”)
Weight: 24g (0.85oz) (without battery)
Waterproof: IPX-8 standard waterproof (2 meters)

· Various colors available

Operation instructions

Warranty Service

Unscrew the head. Insert one AAA battery with the positive

defective products can be exchanged for replacement

pole (+) pointing to the head.

through a local distributor/dealer within the 14 days of

Battery installation

All NITECORE® products are warranted for quality. DOA /

purchase. After 14 days, all defective / malfunctioning
NITECORE® products will be repaired free of charge for a
period of 18 months from the date of purchase. After 18
months, a limited warranty applies, covering the cost of
labor and maintenance, but not the cost of accessories or
replacement parts. The warranty is nullified in all of the
following situations:
1. The product(s) is/are broken down, reconstructed and/or
modified by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
To guarantee a swift and effective customer service,

ON/OFF

Nitecore suggest you to contact the point of purchase for

Switch ON: Turn the head of the flashlight in a clockwise

For the latest information on NITECORE® products and
services, please contact your national NITECORE®

direction to turn it on.
Switch OFF: Turn the head of the flashlight in a counter
direction to turn it off.

Maintenance
Clean the threads twice a year with a clean cloth and coat
with Silicone grease.

Please follow our facebook for more info:
NITECORE Flashlights

assistance.

distributor or send an email to service@nitecore.com

Thanks for purchasing NITECORE!
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